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Side View

Fire Blocking shall be just
below the lowest furr-down and
shall consist of 2X nominal
lumber and/or, 1 layer of 3/4”
OSB with any joints overlapped
at least 3” with an additional
layer of 3/4” OSB or

26 ga sheet metal w/ joints
overlapped.

Fire blocking is still required
at each floor level and at the
ceilings of vertical chases

without furr-downs

...........

at furr-downs or soffits

; Fire Blocking

[-joist

The procedure of trying
to fire block at these locations

will no longer be accepted.

Plan View

Fire Blocking must block the concealed

space and between the stud7

Wires Pipe O

Duct Duct 0

Ducts, Pipes, Flues, Vents, and Wires through the fire

block must be tightly sealed using packed
rock wool or fiber glass insulation in openings
up to 3/4” wide otherwise wood or metal blocking.




Fire Blocking for “Split levels”

Fire blockingis
i1l recuar ed
at eachﬂnm_lgv&l Floc S ystem Fire Elnclcmg shall cotwsist of
atud at the cedings 2& nominal hamber andfor, 1
of wertical chases lagrer of 3447 OFB with atwy joirits
withoat soffits o Trank live ovel apped atleast 37 writh an
At donartus = = additi oral layer of 347 O5E o
26 ga sheet metal with joints
et lagped.
Side View Fire Blocking shall be
At these TWO locations. :
il Plan View
Li
i Fire Bbcking mmstblock e concedled
space and betareen the stads.
Floor 5ystem /
Pipe [:::]
.
Timk
Lire
Farmace
and
ducts Cone Floor Ducts, Fipes, Fhies, Vants, and Wimes frough the fire
block noast be tghtly sealed using packed
Frdo wokwrool or fiber glass imsalaton moperngs
up to 384 wride atherarise wood or metal blacking.
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Finish basement Fire blocking

Mlomg all foandationaralls Ao
- 10 fetoncenteratmest O
|
Fire blocking
Vertical bloclans wrill reed tobe
maybe located at '_-‘-t any FDfﬁE
windoars, comes ete. if they exst.
Fire block may be fastened 1o the

side of the stud every 10 feet alone the
wall or maybe fastered belurd these
shads.

Fire Blocking may be:
X hanber, Plyarood, O5B, or Gyphoad

e o]
See detail

5

frdn

Honmontal

Fire Bloclang
neads tobe at

the top of thewall
b etaraen thewrall
and the ftnd ation

Fireblock nesds
seal off'the zap
belord the stad
vwall o the spaces
above the top of
the fourdatonwall

wrall.

Fire block needs to extend
doarn to the floor ard up to the
fire block along the top of the

Inzulating the wall does not eliminate the need for fire blocking at these locations.


wgreenhalgh
Snapshot


L
I I I FIDDrIframmg I I I T Q I
] [ ] L]
TFurr down or soffit =t /
/ /// | \ framing — [ IS~
M i —,# —
Ductwork —, \Hx || e /
Fire block% P Fire
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Typical Fire blocking along a furr down or soffit in a basement
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